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METHOD AND SYSTEM FOR COLLABORATIVE SPEECH RECOGNITION 

FOR SMALL-AREA NETWORK 

FIELD OF THE INVENTION 

The present invention relates to computer networks, and more particularly to the 
processing of audio data in computer networks. - * 

BACKGROUND OF THE INVENTION 

Mobile computers and Personal Digital Assistants, or PDAs, are becoming more 
common in meeting rooms and other group work situations. Various network protocols that 
allow such systems to share and exchange information are emerging, such as in a Small Area 
Network (SAN) using the Bluetooth™ protocol, sponsored by International Business Machines 
Corporation™. Simultaneously, advances in speech recognition technology are allowing high- 
quality speech transcription. In a SAN, there could be one or more devices with the capability 
of capturing speech as audio data. Also, one or more devices could have speech recognition 
technology. However, these devices are not able to share or exchange the audio data or the 
results of the speech recognition, and thus, the overall speech recognition task in a group 
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environment is not efficient. 

Accordingly, what is needed is a system and method for collaborative speech 
recognition in a network. The present invention addresses such a need. 

SUMMARY OF THE INVENTION 

The present invention provides a method and system for collaborative speech 
recognition in a network. The method includes: capturing speech as at least one audio stream 
by at least one capturing device; producing a plurality of text streams from the at least one 
audio stream by at least one recognition device; and determining a best recognized text stream 
from the plurality of text streams. The present invention allows multiple computing devices 
connecting to a network, such as a Small Area Network (SAN), to collaborate on a speech 
recognition task. The devices are able to share or exchange audio data and determine the best 
quality audio. The devices are also able to share text results from the speech recognition task 
and the best result from the speech recognition task. This increases the efficiency of the speech 
recognition process and the quality of the final text stream. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Figure 1 illustrates a preferred embodiment of a system which provides collaborative 
speech recognition in a network in accordance with the present invention. 

Figure 2 is a flowchart illustrating a method for collaborative speech recognition in a 
network in accordance with the present invention. 

Figure 3 is a process flow diagram illustrating a first preferred embodiment of the 
method for collaborative speech recognition in a network in accordance with the present 
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invention. 

Figure 4 is a process flow illustrating a second preferred embodiment of a method for 
collaborative speech recognition in a network in accordance with the present invention. 

DETAILED DESCRIPTION 

The present invention relates to a system and method for collaborative speech 
recognition. The following description is presented to enable one of ordinary skill in the art to 
make and use the invention and is provided in the context of a patent application and its 
requirements. Various modifications to the preferred embodiment and the generic principles 
and features described herein will be readily apparent to those skilled in the art. Thus, the 
present invention is not intended to be limited to the embodiment shown but is to be accorded 
the widest scope consistent with the principles and features described herein. 

To more particularly describe the features of the present invention, please refer to 
Figures 1 through 4 in conjunction with the discussion below. 

The method and system in accordance with the present invention allows multiple 
computing devices connecting to a network, such as a Small Area Network (SAN), to 
collaborate on a speech recognition task. Figure 1 illustrates a preferred embodiment of a 
system which provides collaborative speech recognition in a network in accordance with the 
present invention. The system comprises a plurality of devices connected to the SAN 100. 
The plurality of devices includes capturing devices 102.1-102.n, recognition devices 104.1- 
104.m, and participating devices 106.1-106.p. The system also includes a repository 108 
which is capable of storing data. In this specification, "capturing devices" refers to devices in 
the system which have speech capturing technology. Capturing devices may include mobile 
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computers or PDA's equipped with microphones. "Recognition devices" refers to devices in 
the system which have speech recognition technology. "Participating devices" refers to 
devices in the system that are actively (i.e., performing a sub-task) or passively (i.e., 
monitoring or receiving the text output of the process) involved in the speech process 
recognition in accordance with the present invention. The capturing, recognition, and 
participating devices may or may not be the same devices. The repository 1 08 could be any 
one of the devices in the system. In the SAN architecture, one of the devices is designated as 
the arbitrating computer. In the preferred embodiment, the designated arbitrating computer 
comprises software for implementing the collaborative speech recognition in accordance with 
the present invention. The SAN architecture is well known in the art and will not be described 
further here. 

Figure 2 is a flowchart illustrating a method for collaborative speech recognition in a 
network in accordance with the present invention. First, speech is captured as at least one 
audio stream by at least one capturing device 102.1-102.n, via step 202. When speech is 
occurring, the at least one capturing device 102.1-102.n captures the speech in the form of 
audio data. Next, text streams are produced from the captured at least one audio stream by one 
or more recognition devices 104.1-104.m, via step 204. Each recognition device 104.1-104.m 
applies its own speech recognition process to the captured audio stream(s), resulting in a 
recognized text stream from each recognition device 104.1-104.m. Then, the best recognized 
text stream is determined, via step 206. Steps 202-206 would be performed for each instance of 
speech. Thus, for a typical conversation, these steps are repeated numerous times. In this 
manner, the various devices in the system are able to collaborate on a speech recognition task, 
thus providing collaborative speech recognition in the network 100. 
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Figure 3 is a process flow diagram illustrating a first preferred embodiment of the 
method for collaborative speech recognition in a network in accordance with the present 
invention. First, the capturing devices 102.1-102.n each captures audio data, via step 202. In 
this embodiment, the quality of each captured data stream is then determined, via step 302. 
This determination may be done by the capturing devices 102.1-102.n, by the designated 
arbitrating computer, or both. Each capturing device's input to the collaborative recognition 
system may be weighted according to self-calculated recognition confidence, sound pressure 
level, signal-to-noise ratio, and/or manual corrections made on the fly. For example, the 
closest PDA to the person speaking at any given moment may have the highest SNR (signal to 
noise ratio), and would therefore be chosen as the "best" source at that moment. Depending on 
the implementation details and the SAN bandwidth, all audio streams may be transmitted via 
the SAN 100 for analysis in a central or distributed manner, or each devices' own quality rating 
may be negotiated and a single "best" stream selected on this basis. 

Once the best audio stream is determined, this audio stream may then be routed over 
the SAN protocol to the recognition devices 104.1-104.m, via step 304. Each of these 
recognition devices 104.1-104.m applies its own speech recognition process to the best audio 
stream presented. For example, a particular device's recognition may have been optimized via 
a training process to recognize the voice of a particular user. Thus, even identical speech 
recognition software may result in different results based upon the same audio stream. 

Text streams are then produced from the best audio stream, via step 206. Each 
recognition device 104.1-104.m provides its text stream, as well as its self-determined 
confidence rating, to the system. An arbitrating computer (or a distributed process amongst the 
participating devices) compares the various text streams to determine the best recognized text 
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stream, via step 306. Whether the text streams agree in their text recognition is a factor in 
determining the best recognized text stream, via step 308. Multiple text streams agreeing to 
the same translation are considered to increase the likelihood that a given translation is correct. 

An interim best text stream is thus defined and offered via the SAN 1 00 to the 
participating devices 106.1-106.p. Some or all of the participating devices 106.1-106.p have 
the opportunity to edit, delete, amend, or otherwise modify the interim best text stream before 
it is utilized. This can be done manually by a user at a participating device 106. l-106.p or 
automatically based on one or more attributes. The modifications may include adding an 
indication of the person speaking or any other annotation. The annotations may be added in 
real-time. These modifications or corrections are arbitrated and applied to the interim best text 
stream, via step 3 1 0. The final best text stream may then be stored in the repository 1 08. The 
repository 108 can be integrated with an information-storage tool, such as a Lotus™ Notes 
project database or other similar information-storage tool. 

Figure 4 is a process flow illustrating a second preferred embodiment of a method for 
collaborative speech recognition in a network in accordance with the present invention. In the 
second preferred embodiment, the method is the same as the first preferred embodiment, 
except the capturing of audio streams, via step 202, and the production of the text streams, via 
step 206, are performed by the same devices, such as devices 104.1-104.m. However, within 
each device, separate software programs or separate processors may perform the capturing of 
the audio streams and the production of the text streams. Each capture/recognition device 
104.1-104.m then provides its own text stream, as well as its self-determined confidence rating, 
to the system. The various text streams are compared to determine the best recognized text 
stream, via step 306. Whether the text streams agree in their text recognition is a factor in 
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determining the best recognized text stream, via step 308. An interim best text stream is thus 
defined and offered via the SAN 100 to the participating devices 106.1-106.p. Some or all of 
the participating devices 106.1-106.p may modify or correct the interim best text stream. 
These modifications or corrections are arbitrated and applied, via step 310. The final best text 
stream may then be stored in the repository 1 08. 

Although the present invention is described above in the context of a SAN, one of 
ordinary skill in the art will understand that the present invention may be used in other contexts 
without departing from the spirit and scope of the present invention. 

A method and system for collaborative speech recognition in a network has been 
disclosed. The present invention allows multiple computing devices connecting to a network, 
such as a Small Area Network (SAN), to collaborate on a speech recognition task. The devices 
are able to share or exchange audio data and determine the best quality audio. The devices are 
also able to share text results from the speech recognition task and determine the best result 
from the speech recognition ask. This increases the efficiency of the speech recognition process 
and the quality of the final text stream. 

Although the present invention has been described in accordance with the 
embodiments shown, one of ordinary skill in the art will readily recognize that there could be 
variations to the embodiments and those variations would be within the spirit and scope of the 
present invention. Accordingly, many modifications may be made by one of ordinary skill in 
the art without departing from the spirit and scope of the appended claims. 
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